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S16 Datasheet

S16  LED spot. 12.3W. 220-240V 3F 50/60Hz. 984lm. 2700K.  BA35°. CRI90+. 50.000h. IP20. Global GA69 adapter. Ø: 
6cm. L: 13.7cm. Aluminium base | PVC screen.  Dimmable.  
L80B10: 50.000 hours. 3 Macadams. 5 year warranty.

LED spot. 12,3W. 220-240V 3F 50/60Hz. 984lm. 2700K.  BA35°. CRI90+. 50.000t. IP20. Global GA69 adapter. Ø: 
6cm. L: 13.7cm. Aluminiums base | PVC skærm. Dæmpbar.  
L80B10: 50.000 timer. 3 Macadams. 5 års garanti.

20169271
2700K White/Hvid 
EAN 5706872020294

20169272
2700K Black/Sort 
EAN 5706872020300

201692723
2700K Black/Gold ring | Sort/Guld ring 
EAN 5706872020843

S16  LED spot. 12.2W. 220-240V 3F 50/60Hz. 941lm. 3000K.  BA35°. CRI90+. 50.000h. IP20. Global GA69 adapter. Ø: 
6cm. L: 13.7cm. Aluminium base | PVC screen.  Dimmable.  
L80B10: 50.000 hours. 3 Macadams. 5 year warranty.

LED spot. 12,2W. 220-240V 3F 50/60Hz. 941lm. 3000K.  BA35°. CRI90+. 50.000t. IP20. Global GA69 adapter. Ø: 
6cm. L: 13.7cm. Aluminiums base | PVC skærm.  
Dæmpbar. L80B10: 50.000 timer. 3 Macadams. 5 års garanti.

20169301
3000K White/Hvid 
EAN 5706872020140

20169302
3000K Black/Sort 
EAN 5706872020157

201693023
3000K Black/Gold ring | Sort/Guld ring 
EAN 5706872020195
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